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A-165

1

A-165 6

S3A.D.A

RE-CONSTRUCT FIN TUBE CABINETS 
TO MATCH EXISTING, CABINETS 
WERE REMOVED WITHOUT 
CONSENT OR DIRECTION

5

A. ALL WALLS ARE TYPE 'S3A.D' UNLESS NOTED OTHERWISE.
B. PARTITION SYMBOLS APPEAR ON THE 1/8" SCALE FLOOR 

PLANS OR THE LARGEST SCALE FLOOR PLAN PROVIDED FOR 
AREA.

C. REFER TO FINISH AND CEILING PLANS FOR WALL FINISH, 
WALL BASE, AND CEILING INFORMATION.

D. REFER TO WALL SECTIONS FOR EXTERIOR WALL 
CONSTRUCTION.

E. PROVIDE MOLD AND MOISTURE RESISTANT GYPSUM WALL 
BOARD IN ALL ROOMS CONTAINING OPERABLE PLUMBING 
FIXTURES AND WITHIN  4'-0" OF DRINKING FOUNTAINS / 
WATER COOLERS, UNLESS NOTED OTHERWISE.

F. PROVIDE LATERAL BRACING AT 48" ON CENTER FOR NON-
STRUCTURAL METAL FRAMED PARTITIONS WHICH EXTEND 
ABOVE THE CEILING UNLESS NOTED OTHERWISE. 

G. PROVIDE FIRE RESISTIVE RATED GYPSUM BOARD AT ALL 
RATED ASSEMBLIES TO MEET ASSEMBLY REQUIREMENTS.

H. PROVIDE FIRE RESISTIVE JOINT SYSTEMS EQUAL TO WALL / 
FLOOR / CEILING RATING AT ALL PENETRATIONS AND AT 
HEAD / FLOOR INTERSECTIONS WITH RATED ASSEMBLIES.

I. PROVIDE ACOUSTICAL SEALANT AT WALL SILL, HEAD, 
PENETRATIONS AND ADDITIONAL SPECIFIED SOUND 
ATTENUATION COMPONENTS AT SOUND RATED WALLS.

J. PROVIDE SPECIFIED TILE BACKER BOARD AT ALL WALLS 
SCHEDULED TO HAVE CERAMIC TILE, REFER TO FINISH 
PLANS AND SCHEDULE.

K. ISOLATE NON-LOAD-BEARING STUD FRAMING FROM 
BUILDING STRUCTURE TO PREVENT TRANSFER OF VERTICAL 
LOADS WHILE PROVIDING LATERAL SUPPORT AS SPECIFIED.

L. STUD SPACING 16" ON CENTER UNLESS NOTED OTHERWISE.

PARTITION TYPE SYMBOL

PARTITION TYPE

FIRE RATING  (I.E.  1= 1 HOUR)

PARTITION HEIGHT CODE

NEW PARTITIONS

EXISTING PARTITIONS TO REMAIN

PARTITIONS TO BE DEMOLISHED

M8A.D.2.A

S2A.P

ADDITIONAL PARTITION 
DESIGNATION, WHERE 
OCCURS

PARTITION DESIGNATION

ACOUSTICAL ATTENUATION 
REQ'D

A. DOOR AND FRAME NUMBERS CORRESPOND TO 
RESPECTIVE ROOM NUMBERS, WHEN POSSIBLE. IN ROOMS 
WITH MULTIPLE OPENINGS, A SUFFIX HAS BEEN ADDED TO 
DOOR NUMBERS, I.E. 101-A.

B. LOCATE INSIDE FACE OF DOOR FRAME JAMB 6-INCHES 
FROM FACE OF ADJACENT WALLS UNLESS NOTED 
OTHERWISE.

C. COORDINATE EQUIPMENT WORK WITH ALL 
MANUFACTURERS AND SUPPLIERS TO ENSURE PROPER 
ROUGH-IN CLEARANCES FOR INSTALLATION, USE AND 
MAINTENANCE.

D. PROVIDE FINISHED END PANELS, FILLERS, SUPPORTS, ETC. 
REQUIRED FOR A COMPLETE CABINETRY INSTALLATION. 
PROVIDE CUTOUTS, ACCESS PANELS, AND REMOVABLE 
COMPONENTS AS REQUIRED FOR ELECTRICAL OUTLETS, 
JUNCTION BOXES, CLEANOUTS, ETC. MOUNT TOP OF WALL 
CABINETS AT +7'-0" A.F.F. UNLESS NOTED OTHERWISE.

E. VERIFY MOUNTING HEIGHTS OF ACCESSORIES, 
EQUIPMENT, DOOR HARDWARE, CASEWORK, ETC., AND 
PROVIDE SOLID BLOCKING BEHIND ITEMS REQUIRING 
ANCHORAGE. PROVIDE FIRE TREATED WOOD BLOCKING OR 
METAL STRAPS BETWEEN FRAMING MEMBERS AS 
REQUIRED TO SUPPORT WEIGHT AND USE OF ITEMS TO BE 
SUPPORTED.  WHERE MOUNTING HEIGHTS ARE NOT 
INDICATED, NOTIFY ARCHITECT IN WRITING. 

F. PROVIDE SEALANT BETWEEN HOLLOW METAL FRAME 
PERIMETERS AND SURROUNDING WALL CONSTRUCTION 
UNLESS OTHERWISE INDICATED.

G. PROVIDE SEALANT BETWEEN INTERIOR AND EXTERIOR 
WINDOW AND STOREFRONT FRAME PERIMETERS AND 
SURROUNDING CONSTRUCTION UNLESS OTHERWISE 
INDICATED.

H. PROVIDE SEALANT BETWEEN DISSIMILAR MATERIALS SUCH 
AS GYPSUM BOARD AND MASONRY, MASONRY AND 
CONCRETE, COUNTERTOPS AND WALLS, ETC.
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KEYNOTES (SPEC BASED)

064113.A00 WOOD-VENEER-FACED ARCHITECTURAL
CABINETS

104413.A00 FIRE PROTECTION CABINET

104416.A00 FIRE EXTINGUISHER

KEYNOTES (ACTION)

00-C5 FLOOR ABOVE

11-B1 OWNER PROVIDED EQUIPMENT - MONITOR
(PROVIDE BLOCKING AS REQUIRED)
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PROVIDE GROMMETS SIMILAR TO CURRENT 
LOCATION; CONFIRM FINAL LOCATION W. 
ARCHITECT AND OWNER PRIOR TO 
DRILLING, TYP. BOD: MOCKETT MM3/SET
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CURVING

EXISTING CABINETS AND 
SUPPORTS TO REMAIN - CLEAN 
AND REFINISH LIKE NEW
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A. PROVIDE FINISHED END PANELS AT ALL EXPOSED CABINET 
ENDS.

B. PROVIDE FILLER PANELS BETWEEN CORNER CABINETS AND 
BETWEEN CABINETS AND WALLS, UNLESS NOTED 
OTHERWISE

C. PROVIDE SEALANT BETWEEN BACKSPLASH AND COUNTER 
AT PERIMETER WALLS.

D. PROVIDE EASED EDGES AT ALL SOLID SURFACE AND 
QUARTZ SURFACES, UNLESS NOTED OTHERWISE.

E. PROVIDE COUNTERTOP SUPPORT BRACKETS AS REQUIRED 
UNLESS NOTED OTHERWISE ON ELEVATIONS.  BRACKETS 
TO BE SPACED 48" ON CENTER, MINIMUM.

F. MILLWORKER TO PROVIDE POWER AND DATA J-BOX AND 
COVER; COORDINATE FINAL ELECTRICAL AND DATA OUTLET 
LOCATIONS IN CASEWORK/MILLWORK WITH OWNER, 
ARCHITECT PRIOR TO INSTALLATION.

G. PROVIDE FINISHED END PANELS, FILLERS, SUPPORTS, ETC. 
REQUIRED FOR A COMPLETE CABINETRY INSTALLATION.  
PROVIDE CUTOUTS, ACCESS PANELS AND REMOVABLE 
COMPONENTS AS REQUIRED BY NEW OR EXISTING 
CONDITIONS SUCH AS ELECTRICAL OUTLETS, JUNCTION 
BOXES, CLEANOUTS, ETC.  MOUNT TOP OF WALL CABINETS 
AT +7'-0” A.F.F. UNLESS OTHERWISE INDICATED.

H. CABINET TOEKICK FINISH SHALL MATCH CABINET FACE 
FINISH, UNLESS OTHERWISE INDICATED.

I. COORDINATE MILLWORK SURFACE CUT OUTS WHERE 
ELECTRICAL/AV/FIRE ALARM DEVICES ARE SHOWN.  
FACEPLATES/DEVICES SHALL BE FACE MOUNTED TO 
SURFACE OF FINISH. COORDINATE FINAL LOCATIONS WITH 
TRADES PRIOR TO INSTALLATION.

EXISTING CABINETS AND 
SUPPORTS TO REMAIN - CLEAN 
AND REFINISH LIKE NEW

WRAP CURVED FRONT 
SURFACES AND END "WALLS" 

WITH TILE AND TERMINATE 
TILE AT INSIDE CORNER ON 

STAFF SIDE - REFER TO 
ELEVATIONS AND DETAILS

EXISTING WOOD BASE TO 
REMAIN - CLEAN AND 
REFINISH LIKE NEW

NEW COUNTERTOP AND 
TRANSACTION TOP - REFER 

TO ELEVATIONS AND DETAILS

WRAP EXIST. BULKHEAD 
VERTICAL SURFACE WITH 

TILE AND TERMINATE ABOVE 
CEILING TILE ~3-4"

NEW BULKHEAD HORIZONTAL 
SURFACE TO BE  PAINTED 

PER ELEVATION

EXISTING BASE CABINET 
TO REMAIN - CLEAN AND 
REFINISH LIKE NEW

15 16
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PROVIDE GROMMETS SIMILAR TO 
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FINAL LOCATION W. ARCHITECT AND 
OWNER PRIOR TO DRILLING, TYP.
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TO REMAIN, RESKIN PER 

ELEVATIONS AND DETAILS

E3

A-549
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A-549

EXISTING TRANSACTION FRAMEWORK TO REMAIN. 
STAFF SIDE: CLEAN WOOD AND RESTORE FINISH. 
PATRON SIDE AND EDGES: REMOVE EXST. METAL 
TRIM AND INSTALL TILE AT VERTICAL FACE PER 
ELEVATIONS. TERMINATE TILE AT INSIDE CORNER ON 
STAFF SIDE

NEW COUNTERTOP SURFACE: 
SSM INLAID IN NEW SOLID WOOD 
TRIM - EDGE TO MIMIC EXISTING

A-549

E5

TYP.

FIRST LEVEL

100'-0"

GT-03
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CURVING CURVING
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GT-01

EXST. BASE 
TO REMAIN

CURVING

EXISTING WOOD COUNTERTOP 
TO REMAIN - CLEAN AND 

REFURBISH LIKE NEW

EXISTING WOOD TRIM AND BASE TO 
REMAIN - CLEAN AND REFINISH LIKE NEW
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100'-0"

METAL LETTERS, FINAL 
SIZE AND TEXT TBD

GT-01
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PT-01

NEW COUNTERTOP SURFACE: 
SSM-03 INLAID IN NEW WD-01 TRIM -

EDGE TO MIMIC EXISTING

EXISTING WOOD TRIM AND 
BASE TO REMAIN - CLEAN 

AND REFINISH LIKE NEW

CURVING

CURVING
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EXISTING BASE CABINET 
TO REMAIN - CLEAN AND 
REFINISH LIKE NEWEXISTING TRANSACTION 

FRAMEWORK TO REMAIN - STAFF 
SIDE TO CLEAN AND REFURBISH LIKE 
NEW; PATRON SIDE AND EDGES TO 

REMOVE EXST. METAL TRIM AND 
PROVIDE TILE. TERMINATE TILE AT 

INSIDE CORNER ON STAFF SIDE

NEW COUNTERTOP 
SURFACE: SSM INLAID IN 
NEW SOLID WOOD TRIM -
EDGE TO MIMIC EXISTING

EXISTING WOOD TRIM 
AND BASE TO REMAIN -
CLEAN AND REFINISH 

LIKE NEW

WRAP CURVED FRONT 
SURFACES AND END 

"WALLS" WITH TILE - REFER 
TO ELEVATIONS AND 

DETAILS

EXISTING WOOD COUNTERTOP 
TO REMAIN - CLEAN AND 

REFURBISH LIKE NEW

WRAP BULKHEAD VERTICAL 
SURFACE WITH TILE AND 

TERMINATE ABOVE CEILING 
TILE ~3-4"

NEW BULKHEAD HORIZONTAL 
SURFACE TO BE  PAINTED 

PER ELEVATION
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3/8" = 1'-0"
A-403

C6 ENL PLAN- CYS DESK

1/4" = 1'-0"
A-403

E3 INT ELEV- CYS SERVICE DESK 2

A-403

C1 3D - CHILDREN AND YOUTH SERICES DESK 1

1/4" = 1'-0"
A-403

E1 INT ELEV- CYS SERVICE DESK 1

KEYNOTES (SPEC BASED)

KEYNOTES (ACTION)

GENERAL CASEWORK NOTES

A-403

C3 3D - CHILDREN AND YOUTH SERICES DESK 2

A-403

E6 3D - YOUNG ADULT SERVICES DESK 1

1/4" = 1'-0"
A-403

F6 ENL PLAN- YAS DESK

1/4" = 1'-0"
A-403

F1 INT ELEV- YAS DESK NORTHEAST

1/4" = 1'-0"
A-403

F4 INT ELEV- YAS DESK SOUTHEAST
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A-403

E8 3D - YOUNG ADULT SERVICES DESK 2

EXISTING TRANSACTION FRAMEWORK 
TO REMAIN - STAFF SIDE TO CLEAN AND 
REFURBISH LIKE NEW; PATRON SIDE 
AND EDGES TO REMOVE EXST. METAL 
TRIM AND PROVIDE TILE. TERMINATE 
TILE AT INSIDE CORNER ON STAFF SIDE

EXISTING CABINETS AND 
SUPPORTS TO REMAIN - CLEAN 
AND REFINISH LIKE NEW

WRAP CURVED FRONT 
SURFACES AND END "WALLS" 

WITH TILE AND TERMINATE 
TILE AT INSIDE CORNER ON 

STAFF SIDE - REFER TO 
ELEVATIONS AND DETAILS

EXISTING WOOD BASE TO 
REMAIN - CLEAN AND 

REFINISH LIKE NEW

EXISTING WOOD TRIM TO 
REMAIN - CLEAN AND 

REFINISH LIKE NEW

NEW COUNTERTOP 
SURFACE: SSM INLAID IN NEW 
SOLID WOOD TRIM - EDGE TO 

MIMIC EXISTING

REMOVE EXST. METAL TRIM 
AND TILE UPPER PANEL 

(PATRON SIDE AND EDGES) 
AND TERMINATE TILE AT INSIDE 

CORNER ON STAFF SIDE

WRAP CURVED FRONT 
SURFACES AND END "WALLS" 

WITH TILE AND TERMINATE 
TILE AT INSIDE CORNER ON 

STAFF SIDE - REFER TO 
ELEVATIONS AND DETAILS

NEW COUNTERTOP 
SURFACE: SSM INLAID IN NEW 
SOLID WOOD TRIM - EDGE TO 

MIMIC EXISTING

EXISTING TRANSACTION 
FRAMEWORK TO REMAIN - STAFF 
SIDE TO CLEAN AND REFURBISH 
LIKE NEW; PATRON SIDE AND 
EDGES TO REMOVE EXST. METAL 
TRIM AND PROVIDE TILE. 
TERMINATE TILE AT INSIDE 
CORNER ON STAFF SIDE

EXST. HORIZONTAL BULKHEAD 
SURFACE TO BE DEMOLISHED

EXST. VERTICAL BULKHEAD SURFACE 
TO REMAIN

EXST. WOOD BRACKETS TO BE 
DEMOLISHED; REPAIR EXST. CEILING 

AS NEEDED

EXST. TRANSACTION TOP TO BE 
DEMOLISHED; PROVIDE NEW - REFER 

TO ELEVATIONS AND DETAILS

EXST. TRANSACTION TOP TO BE 
DEMOLISHED; PROVIDE NEW - REFER 
TO ELEVATIONS AND DETAILS

EXISTING WOOD BASE TO 
REMAIN - CLEAN AND REFINISH 
LIKE NEW

WRAP CURVED FRONT SURFACES AND 
END "WALLS" WITH TILE AND TERMINATE 
TILE AT INSIDE CORNER ON STAFF SIDE -
REFER TO ELEVATIONS AND DETAILS
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